
WILIS ASSEMBLY PROCEDURE
Assembly Questions:  703.969.5773 Row Balance, Inc.

ASSEMBLY LEVEL PARTS LIST
1. AFT BASE FRAME ASSY

1A.  AFT BASE FRAME
1B.  AFT CRADLE
1C.  PINS � 3/8�

2. FWD BASE FRAME ASSY
2A.  FWD BASE FRAME
2B.  FWD CRADLE
2C.  COUNTERWEIGHT
2D.  PINS � 3/8�
2E.  BOLT � 3/8�

3. PARTS BAG
3A.  DIAL
3B.  POINTER
3C.  BOLTS � 1/4�
3D.  WASHERS � 1/4�
3E.  VELCRO STRIPS

4. LEVELING PADS
(OPTIONAL PURCHASE)

3E

2E

REQUIRED TOOLS
WRENCH � 7/16�

(FOR 1/4� BOLTS)
WRENCH � 9/16�

(FOR 3/8� BOLTS)

WRENCH � 7/8�
(FOR OPTIONALLY 

PURCHASED LEVELING 
PADS)

TAPE MEASURE LEVEL

3B

3A

3D

3C

2C

4

2D

1C

1B

4

1A

2B

2A



STEP 1
Install Velcro strips 
to your erg as 
shown.

STEP 2  Install
Leveling Pads (if
purchased) on the
Forward Base
Frame.

STEP 4  
Using a tape measure, position the Forward and Aft Frames as 
shown.

STEP 5 
If Leveling Pads are used, 
level the Forward and Aft 
Frames in both directions.

STEP 6
A. Place your erg on Cradles
B. Reposition front of erg as

needed to center the erg
foot in the Cradle

C. Press down to secure the
Velcro connection.

D. Install the 3/8� Pins shown.

STEP 7
A. Remove the 1/4� Bolt securing 
Pin Retainer.
B. Install Pointer
C. Re-install the 1/4� Bolt securing 
Pointer & Pin Retainer. Do NOT 
fully tighten until step 9B.

STEP 8
Install Dial as shown. 
Do NOT fully tighten 
Bolts until next step, 9B.

STEP 9
A. Place level across erg�s seat rail.

Hold erg/WILIS level (observe
bubble).

B. Adjust and tighten Dial and
Pointer so that Pointer 
indicates �0� on Dial as 
erg/WILIS is held level.

C. Release erg so it can swing. 
D. Insert Counterweight (CW)

as shown. Do not fully
tighten 3/8� Bolt.

E. Adjust position of CW until
Pointer rests on �0�

F. Fully tighten 3/8� Bolt to secure
the position of the CW 

STEP 3  Install
Leveling Pads (if
purchased) on
The Aft Base
Frame.


